
57

5

23

80

6

17

37

C110-0690
TWIN HELIX

EXTENSION

SOLID STEEL
SQUARE BAR1

C110-0689
TRIPLE HELIX
EXTENSION

C12655
PLAIN

EXTENSION

COUPLING BOLT
AND NUT

POWER SYSTEMS, INC.
R

C
20

00
 H

U
BB

EL
L/

A
.B

. C
H

A
N

C
E.

  U
N

PU
BL

IS
H

ED
 - 

A
LL

 R
IG

H
TS

 R
ES

ER
V

ED
 U

N
D

ER
 T

H
E 

C
O

PY
RI

G
H

T 
LA

W
S

C
O

N
FI

D
EN

TI
A

L:
 T

H
IS

 D
RA

W
IN

G
 A

N
D

 IT
S 

C
O

N
TE

N
TS

 A
RE

 C
O

N
FI

D
EN

TI
A

L 
A

N
D

 T
H

E 
EX

C
LU

SI
V

E
PR

O
PE

RT
Y
 O

F 
H

U
BB

EL
L 

/ 
A

.B
. 
C

H
A

N
C

E 
C

O
M

PA
N

Y.
 N

O
 P

U
BL

IC
A

TI
O

N
, 
D

IS
TR

IB
U

TI
O

N
 O

R
C

O
PI

ES
 M

A
Y
 B

E 
M

A
D

E 
W

IT
H

O
U

T 
W

RI
TT

EN
 C

O
N

SE
N

T 
BY

 H
U

BB
EL

L 
/ 

A
.B

. 
C

H
A

N
C

E 
C

O
M

PA
N

Y.

CAE
CAD
CAM

DWG NO:
SH 01
OF 03

TM

TM

ULTIMATE TENSION STRENGTH OF ANCHORS - 70,000 LBS.
ALLOWABLE TORQUE CAPACITY - 5,500 FT-LBS.

-NOTES-

AWS CODE D1.1.
4. ALL WELDING TO BE DONE BY WELDERS CERTIFIED UNDER SECTION 5 OF THE
CONTROL FOR ALL MATERIALS AND MANUFACTURING PROCESSES.
3. MANUFACTURER TO HAVE IN EFFECT INDUSTRY RECOGNIZED WRITTEN QUALITY
EXPECT SOME VARIANCE.
2. LEAD AND EXTENSION SECTION LENGTHS AND HELIX SPACINGS ARE NOMINAL,
1. HOT DIP GALVANIZED PER ASTM A153-(LATEST REV.)

SOIL SCREW  RETENTION WALL SYSTEM

LATEST EC NO: REV. CHANGED BYDATE RESP ENGINEER

HOYT97081208 ---------------

SOIL SCREW  RETENTION WALL SYSTEM

SA110-10031

08-13-97QUALLS

3" PITCH

HELIX MUST BE FORMED BY MATCHING METAL DIE
(SIDE VIEW OF TRUE HELICAL FORM)

LEAD
SECTION

HELICAL
EXTENSION

TYPICAL ANCHOR ASSEMBLY
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SHAFT
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